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MANUAL SHAFT SIGNALLING UNITS

Because the signal system was one of the many mining practices that was developed in South Africa the codes used by 

the different mines were basically the same. To ensure uniformity, however, each Mine eventually adopted a Code of 

Signals in its Mining regulations. Products used were the reliable Martco No.70 and Martco S101 type Bell ringers.

For that purpose, a signal code using knocks and rings was adopted in each mine. 

In the early days, prior to 1956 the miners came up with a code of signals in order to haul men and ore up and down the 
mine shafts safely, the hoister, or man in charge of raising and lowering the buckets and cages, had to be able to 
communicate with the miners below. 

DEELEX BELL

The bell housing is manufactured from aluminium alloy.

The unit can be supplied with either chrome, copper, brass or painted gongs to emit different tones.

The Deelex bell is generally the same as the DM1 but is suitable for use with alternating current AC).

Sound Output 100 DB

Product Code: 

*9008.00

*9009.00

*9010.00

Description:

Type “M” 8-32V AC Chrome Gong
Type “M” 110V AC Chrome Gong

Type “M” 220V AC Chrome Gong

DM1 BELL / DB2 BELL 

Product Code: 

*9001.00

*9002.00

*9003.00

*9004.00

*9005.00

*9006.00

Description:

DM1 8-32V AC Chrome Gong

DM1 110V AC Chrome Gong

DM1 220V AC Chrome Gong

Dm1 8-32V AC Painted Gong

DM1 8-32V AC Brass Gong

DM1 8-32V AC Copper Gong

The DM1 bell is fitted with a 150mm gong and is available in various voltages. Suitable for use with alternating current (AC). The 
unit can be supplied with either chrome, copper, brass or painted gongs to emit different tones.

The DB2 bell is generally the same as the DM1 but is suitable for use with direct current (DC). The unit can be supplied with either 
chrome, copper, brass or painted gongs to emit different tones.

Sound Output 96 DB

*9007.00 DB2 8-32V DC Chrome Gong

S100 SIDE LEVER BELL RINGER

The S100 type ringer is used for call bell signalling. 

The unit operates by pulling the lever which closes a set of N/O wiping contacts to ring a remote bell.

The housing is manufactured from a dough moulded compound (DMC).

Product Code: 

*9044.00

Description:

S100 Bell Ringer 

NB: Plug in feature for any adjustment or replacement.
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Sound Output 100 DB

The Deelex bell is generally the same as the DM1 but is suitable for 
use with alternating current AC).

The unit can be supplied with either chrome, copper, brass or painted 
gongs to emit different tones.

The bell housing is manufactured from aluminium alloy.

*9008.00
*9009.00
*9010.00

Type “M” 8-32V AC Chrome Gong
Type “M” 110V AC Chrome Gong
Type “M” 220V AC Chrome Gong
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