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DEEBAR ELECTRICAL & MECHANICAL ENGINEERING
"ENSURING YOUR SAFETY”

TECHNICAL DATA SHEET
12 WAY SIGNALLING UNIT DATA SHEET

PRODUCT DETAILS

The Signalling Unit is a replacement that fits into the Belltronic
Lockbell Bank or Underground Unit.

DEEBAR

- Stainless steel engraved fascia plate

)
- W 9 - Mild steel back box
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6 - Equipped with various pc boards

i . This Signalling Unit is also available in a smaller, more

.\ compact unit called the No.2.
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1 5 R SIGNALLING UNIT STANDARD - 12 WAY
10 *9506.00 32V, D-Tronic PCB

L] *9506.01 110V, D-Tronic PCB

\ N v *9506.29 32V, Evolution PCB

*9506.30 110V, Evolution PCB
SIGNALLING UNIT NO.2 - 12 WAY:

*9506.02 32V, D-Tronic PCB
*9506.31 110V, D-Tronic PCB
*9506.32 32V, Evolution PCB
*9506.33 110V, Evolution PCB

DIMENSIONAL DRAWING

2 o & 5%
< = T 3 ] 138
~ c 3 | |
o
Y -
? ad
" |

282
315
O

e
180
|

108

-0

b 4 a g S - -
4 6 1715
N o
V) 2
. ol |
108
27 118 27

B4 sales@deebar.co.za & www.deebar.co.za Qe +27 11 873 4332




